R-109B

Equivalent to John Crane Type109B

Equivalent to John Crane Type8B-1

Temperature: -40°C~200°C Temnepartypa: -40°C~200°C
Pressure: <5.8 MPa [aBnexue: <5.8 mMa
Velocity: <25 m/s CkopocTb: <25 m/cek
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R-109B / 8B (inch)
d1 d2 ds d7 L3 Les La

(h6) (Max) (H8) (£0.5)

22.2 25.40 40.3 41.28 33 6.4 1.1
25.4 28.58 43.5 44 .45 35 7.9 1.1
28.6 31.75 48.3 47.63 35 7.9 11.1
28.6 34.93 51.5 50.80 37 8.7 11.1
31.8 38.10 54.6 53.98 37 8.7 11.1
34.9 41.28 61.0 60.33 45 8.7 12.7
38.1 44.45 64.0 63.50 45 9.5 12.7
41.3 47.63 67.3 66.68 45 9.5 12.7
44.5 50.80 70.5 69.85 45 9.5 12.7

47.6 53.98 76.9 76.20 52 11.1 14.3
50.8 57.15 80.0 79.38 52 1.1 14.3
54.0 60.33 83.2 82.55 52 1.1 14.3
57.2 63.50 86.4 85.73 52 1.1 14.3
60.3 66.68 89.6 85.73 52 11.1 15.9
63.5 69.85 92.7 88.90 52 1.1 15.9
66.7 73.03 95.9 95.25 52 11.1 15.9
69.9 76.02 97.5 98.43 52 11.1 15.9

73.0 79.38 100.7 101.60 52 1.1 19.8
76.2 82.55 105.4 104.78 52 14.3 19.8
79.4 85.73 108.6 107.95 52 14.3 19.8
82.6 88.90 111.8 111.13 52 14.3 19.8
85.7 92.08 115.0 114.30 52 14.3 19.8
88.9 95.25 118.1 117.48 52 14.3 19.8
92.1 98.43 121.3 120.65 52 14.3 19.8
95.3 101.60 124.5 123.83 52 14.3 19.8

R-109B

R-8B

1 Bpawaroweecs konbLo

Carbon/SIC

HenoaBuxHoe konbLo

R-AG R-PG
‘ _

R-V R-WG
SIC/Ceramic/TC

CunbdoH

@ Ethylene-Propylene: EPDM
Fluorocarbon: VITON
PTFE Enwrap Viton: Viton+PTFE (M1)
@ Pure PTFE: PTFE

"4 NpyxuHa
SUS304 / SUS316.

MeTtannuyeckue yacTtu
SUS304 / SUS316.
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